МЕСНАМІСАІ. РАТА 


ВШ сы кті РЫҚ Наро Т- 

Вазе... жыйы Кыла ОН шулы жо каа E9-1, Small Button 9-Ріп 
QUINE с anenee а Маа 6-2 

Вавілділ 50 a EE EEK E аа ана 9 

Саїћоде: ае Ea куа йз Ба ааа Coated Unipotential 
Mounting Ров1іоп................................. Any 


ELECTRICAL DATA 


HEATER CHARACTERISTICS 


Heater Voltage 5өгівв/Рага е!..................... 12.6/6.3 Voits 
Heater Current Series/Parallet.......... ОРЕН 150/300 Ма 


Total D С апа Рвак.......................... 200 Volts Мах. 
Heater Positive with Respect to Cathode 
[oE EE O O AE EE 100 Volts Max. 
Total D С апа Реак.......................... 200 Volts Max. 
DIRECT INTERELECTRODE CAPACITANCES 
Section No. 1! Section No. 2! 
Shielded? Unshielded Shielded? Unshielded 
Grid to Різіө............ 1.7 1.7 1.5 1.5ш 
Input: д to(h+k)...... 1.8 1.6 1.8 1.7ш 
Output: р їо (h+k)...... 2.0 0.44 2.4 04ш 
RATINGS (Design Maximum System) 
Section Section 
No. 1 No. 2 
Plate Моііаде... ................ 330 330 Volts Мах. 
Plate ПіззіраПоп............... 1.2 3.3 Watts Мах. 
Cathode СиггепЁ............... > 22 Ма Мах. 
Positive D С Grid Voltage....... 0 ... Volts Мах. 
Negative D С Grid Voltage...... 55 ... Volts Мах. 
Grid Circuit Resistance 
Fixed: Віаз. ae essre onia e E E E Ужа 0.25 Megohm Max. 
Self Bias eo Ажи a ee те елес ақа к» Кул» EAS 1.0 Megohm Max. 
CHARACTERISTICS AND TYPICAL OPERATION 
Class A1 Amplifier Section No. 1 Section No. 2 
Plate Voltage. ....... 100 250 100 250 Volts 
Grid Voltage.. ү -1 -2 0 -8.5 Volts 
Plate Current... 0.5 1.2 11.8 10.5 Ma 
Transconductance.... 1250 1600 3100 2200 mhos 
Amplification Factor.. 100 100 20 17 
Plate Resistance...... 80,000 62,500 6500 7700 Ohms 
Есі for Ib = 10шатрв........................... —24 Volts 
NOTES: 


1. Section No. 1 connects to Pins 6, 7 and 8. 
Section No. 2 connects to Pins 1, 2 and 3. 
2. External shield No. 315 connected to cathode of section under test. 


APPLICATION 


The Sylvania Туре 12DW7 contains two dissimilar triodes. Тһе high mu triode 
is similar to Type 12A X7 and the medium mu triode is similar to Туре 12AU7. 
Type 12DW7 is especially suitable for applications requiring a high gain voltage 
amplifier апа а cathodyne type phase-inverter. 
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